CARBON MONOXIDE (CO) SENSOR

Carbon Monoxide monitoring
Carbon Monoxide is a highly toxic gas that has no color or odor.
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The Sensaphone Carbon Monoxide sensor will allow you to

'R g

EIGREYSTONE
. /—\\ . monitor CO levels from 0-300 ppm with any Sensaphone that
] O (\ &, Y will accept a 4-20mA input signal. The 1” x .5” LCD displays
- ——— the PPM and menu parameters. The sensor will require a 24VDC
power supply to operate (Part # FGD-0053).
TECH SPECS

Name | Carbon Monoxide (CO) Sensor
Carbon Monoxide Range | 0-300PPM
Accuracy |+ 5%PPM
Connection | Hardwired
Housing | Plastic
Dimensions |7.2x4.9x1.7” | 182X 124 X 43mm
Sensor Series | 4-20mA Series

Notes | Requires a 24VDC power supply (FGD-0053)

All specifications subject to change without notice

Product Name Part Number

4-20mA Type Carbon Monoxide (CO) Sensor. . . . . . . . . . o o e FGD-0065
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MADE IN

Family owned and made in the USA since 1985

901 Tryens Road Phone: 877-373-2700 ﬂ G m
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Aston, PA 19301 Web: sensaphone.com




